
INSTALLATION BOX

INSTRUCTION MANUALBase installation

Camera installation

1. Assemble PG gland to mount bracket.(a)

2. Attach the camera to the mount bracket using the screws.(b)

3. Fix the camera cable using Hole Grommet.(b)

4. Drill the mounting location, using the template sheet.

5. Attach the junction box to the wall, using the mounting screws and plastic anchors.(c)

6. Attach the camera to the junction box using the hooks.(d)

7. Connect power and camera cable.(e)

8. Closing the installation box using the wrench bolts.(f)

2 : PH M5 x 14mm

5 : PH M6 x 12mm 6 : PH M5 x 14mm 7 : PH M6 x 12mm

3 : PH M5 x 14mm 4 : PH M3 x 14mm
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Template sheet Package contents

Speci�cations

Carefully remove the contents from the box, and verify that nothing was damaged in shipment.

-  Installation box

-  Accessory kit

-  Manual (Template sheet)
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INSTALLATION BOX

INSTRUCTION MANUALBase installation

Camera installation

1. Assemble PG gland to mount bracket.(a)

2. Attach the camera to the mount bracket using the screws.(b)

3. Fix the camera cable using Hole Grommet.(b)

4. Drill the mounting location, using the template sheet.

5. Attach the junction box to the wall, using the mounting screws and plastic anchors.(c)

6. Attach the camera to the junction box using the hooks.(d)

7. Connect power and camera cable.(e)

8. Closing the installation box using the wrench bolts.(f)
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MOUNTING THE V980-BOX to the V-CMB-3 CORNER MOUNT

For mounting to a corner, the V980-BOX can be mounted to the V-CMB-3  
corner mounting adapter. Follow the diagram below. Hardware is supplied.

INSTALLATION DIAGRAM
V980B BOX TO

V20BA UNIVERSAL POLE MOUNT

MOUNT 
VERTICAL 

ORIENTATION

TOPV980B BOX
MTG HOLE LOCATIONS

MARKED "A" - 4 LOCATIONS
USING NO. 10 PH PAN HD SCREWS

 

A A

AA

NYLON SEAL WASHER  (QTY 4) 

10-32 STAINLESS PHILLIPS 
PAN HD SCREW X 1" LG.

(QTY 4)

CABLE HOLE GROMMET

V980B BOX

GASKET. ATTACH TO V980B 
PRIOR TO INSTALLATION. 

POLE MOUNT

10-32 STAINLESS PRE-WAXED
NYLON INSERT LK NUT (QTY 4) 
SEE NOTE 2

NO.10 STAINLESS
FLAT WASHER (QTY 4)

NOTES: 1. FOR EASE OF ASSEMBLY IT IS RECOMMENDED TO ASSEMBLE
                  BOX TO POLE MOUNT AT GROUND LEVEL PRIOR TO INSTALLING ON POLE
 
              2.  TO PREVENT ANY GALLING OF THREADS AT ASSEMBLY, HAND TIGHTEN
                   FASTENERS WITH SCREWDRIVER AND WRENCH.  DO NOT USE POWER TOOLS.

For mounting to a pole, the V980-BOX can be mounted to the V-20B-A-3  
pole mounting adapter. Follow the diagram below. Hardware is supplied.

INSTALLATION DIAGRAM
V980B BOX TO

V24CMB UNIVERSAL CORNER MOUNT

MOUNT 
VERTICAL 

ORIENTATION

TOP
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V980B BOX
MTG HOLE LOCATIONS
MARKED "A" - 4 LOCATIONS
USING NO. 10 PH PAN HD SCREWS 

A

A A

 

10-32 STAINLESS PRE-WAXED
NYLON INSERT LK NUT 
(QTY 4)
SEE NOTE 2

NO.10 STAINLESS
FLAT WASHER (QTY 4)

CORNER MOUNT
NYLON SEAL WASHER (QTY 4) 

10-32 STAINLESS PHILLIPS 
PAN HD SCREW X 1" LG.

(QTY 4)

CABLE HOLE GROMMET

V980B BOX

GASKET. ATTACH TO V980B 
PRIOR TO INSTALLATION. 

NOTES: 1. FOR EASE OF ASSEMBLY IT IS RECOMMENDED TO ASSEMBLE
                  BOX TO CORNER MOUNT AT GROUND LEVEL PRIOR TO INSTALLING ON BLDG.
 
              2.  TO PREVENT ANY GALLING OF THREADS AT ASSEMBLY, HAND TIGHTEN
                   FASTENERS WITH SCREWDRIVER AND WRENCH.  DO NOT USE POWER TOOLS.
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MOUNTING THE V980-BOX  to the V-20B-A-3 POLE MOUNT


